
CATpro2
Die Rechnermodule der analogen Matrixsysteme 
verbinden die externen Rechnerschnittstellen mit dem 
Zentralmodul. Die entsprechenden Signale werden von 
den Rechnermodulen zusammengefasst, aufbereitet 
und weitergeleitet. Die Rechnermodule verfügen über 
eine Unique-ID, welche die Identifikation sicherstellt.

VIDEO
 — Auflösungsbeispiele

 — 1920 x 1200 @ 60 Hz
 — 1920 x 1080 @ 60 Hz

ÜBERTRAGUNG
 — Die Übertragungsreichweite beträgt

bis zu 300 m über CAT.

GARANTIEUMFANG
 — 3-jährige kostenlose Produkt-Garantie
 — Weitere Informationen zum Garantieumfang finden

Sie in der Garantievereinbarung.

CATpro2
The computer modules for analog matrix systems 
connect the computer‘s interfaces with the central 
modules. They combine signals, process them, and 
transmit these signals to the KVM matrix switch. Any 
computer module has a unique ID, which helps identify 
the device within a central module.

VIDEO
 — Exemplary resolutions

 — 1920 x 1200 @ 60 Hz
 — 1920 x 1080 @ 60 Hz

TRANSMISSION
 — The transmission distance is

up to 300 meters over CAT.

SCOPE OF THE GUARANTEE
 — A 3-year, free of charge product guarantee
 — Further information on the scope of the guarantee

can be found in the guarantee agreement.
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