
UCON
Das UCON-Arbeitsplatzmodul ist über CAT-Kabel mit 
dem Zentralmodul verbunden und stellt die notwendigen 
Schnittstellen für Peripheriegeräte zur Verfügung.

VIDEO
 — Auflösungsbeispiele

 — 1920 x 1200 @ 60 Hz
 — 1920 x 1080 @ 60 Hz

SIGNALE
 — Stereo-Audiosignale

ÜBERTRAGUNG
 — Die Übertragungsreichweite beträgt

bis zu 300 m über CAT.

GERÄT
 — internes Netzteil für Hauptstromversorgung

ERWEITERUNGEN – GERÄT
 — Externe Stromversorgung via externem 12V-Netzteil

oder über G&D-MultiPower, das eine zentrale und 
redundante Stromversorgung gewährleistet

GARANTIEUMFANG
 — 3-jährige kostenlose Produkt-Garantie
 — Weitere Informationen zum Garantieumfang finden

Sie in der Garantievereinbarung.

UCON
The UCON user module is connected to the central 
module via CAT cables and provides the required ports 
for peripherals like monitor, keyboard and mouse.

VIDEO
 — Exemplary resolutions

 — 1920 x 1200 @ 60 Hz
 — 1920 x 1080 @ 60 Hz

SIGNALS
 — Stereo audio signals

TRANSMISSION
 — The transmission distance is

up to 300 meters over CAT.

DEVICE
 — Internal power pack for main power supply

EXPANSIONS – DEVICE
 — External power supply via external 12V power

pack or G&D-MultiPower, providing a central and 
redundant power supply

SCOPE OF THE GUARANTEE
 — A 3-year, free of charge product guarantee
 — Further information on the scope of the guarantee

can be found in the guarantee agreement.
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